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Stationäre Fördersysteme

Vorbrechanlage für Edelsplitt-
aufbereitung
Gesamtlänge		 410 m
Höhenunterschied	 73 m 
Förderleistung	 700 (300/400) t/h
Fördergut		  Porphyr 0 – 350 mm 
Gurtbreite		  1000 / 1200 mm
			   Parallelförderer

Total length		          410 m	
Height difference	         73 m
Capacity		          700 (300/400) t/h
Material		          Porphyr 0 – 350 mm 
Belt width		          1000 / 1200 mm
			           parallel conveyors

Stationary Conveyor Systems

Primary Crusher for Chipping 
Processing Plant

Schwerz



Parallelförderanlage vom Vorbrecher zur Vor-
siebstation und weiterführend zum Puffersilo 
mittels Fachwerkbrücken bis Spannweiten von 
54 m ausgeführt, Einsatz von Schwingförderern 
und Schwerlastaufgabestationen an den Ma-
terialübergaben zwischen den Gurtförderern, 
404 kW installierte Antriebsleistung der Haupt-
förderanlagen, Aushaldung von Mineralgemisch 
und Wasserbausteinen an der Vorabsiebung.

Parallel conveyor system from the primary crus-
her to the pre-screening station continuing to 
the storage silo using truss bridges and spans 
of up to 54 m, using of vibratory conveyors and 
heavy-duty loading stations for material tranfer 
between the conveyors, 404 kW installed drive 
power of the main conveyor system, stockpiling 
of mineral mixture and water building blocks at 
the pre-screening.
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